Pistolet d'apprét a air comprimeé pour dessous de caisse

Le pistolet d'apprét a air comprimé applique efficacement une sous-couche ; équipé d'un tuyau souple
de 30 cm pour pulvériser dans des endroits difficiles d'acces.

» Admission d'air : 1/4" BSP ; convient a la plupart des cartouches d'apprét.

» Le tuyau flexible de 30 cm de long permet de pulvériser dans des endroits difficiles d'acces.

» Pression d'air recommandée : 6,2 bars (90 psi) ; pression nominale : 4,1 - 8,2 bars (60 - 120 psi).
» La buse réglable permet d'utiliser des appréts de diverses viscosités.

» Revétement nickel, avec gachette a prise facile.
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4 POWER

Underbody Coating Gun

Al operated undercoating gun efficiently applies.

undercoating, supplied with 30cm sof hose for

‘spraying o hard o reach arees.

 Air inlet: 1/4* BSP; suitable for most types of
coating canisters.

* 30cm long flaxibie hose allows spraying into
hard to reach areas.

* Recommended air pressure: S0psi (8.2 bar.
rated pressure: 60 - 120psi (4.1 - 8.2 han).
+ Adjustable nozzie allows for se with

various coating viscosites.
= Nickal coaled, with easy grip trigger.
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